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Westwood

Phone (952) 937-5150 12701VthewaterDﬂve,Suﬁe#300
EDGE OF GRAVEL N PERMANENT CULVERT- /[TEMPORARY CULVERT f  smoarsaz Mimetona MN 5533
REFER TO DETA”_ TSO5 \x Westwood Professional Services, Inc.
FOR SECTION DESIGN ERMANENT / COUNTY ROAD
\IV%AEPNOIEQR(YSQETEE?E?FO(ID\IR LOCATION) S oRERT 22 PERVANEN] w (
| @ SEDIMENT RADIUS L
150" RADIUS 1 v CONTROL MAY - OO |
OBSTACLE FREE AREA o BE REQUIRED. SEDIMENT CONTROL MAY Bt TR, 20 PERMANENT
O REQUIRED. INSTALL BMPS IN : RADIUS
160" TEMPORARY RADIUS O INSTALL BMPS 160
= ACCORDANCE WITH PROJECT
IN ACCORDANCE INTERIOR
CULVERT g\évgglﬁ; Ellg PREPARED FOR:
INSTALL PERIMETER RESTRICTED ACCESS c , | |
SEDIMENT CONTROL AT | X T < ll(F)%EEOBASRTEAACLFEROM Exrera
EXPOSED EDGE BETWEEN . —N = o),
- FLOW NOTE: % GRAVEL EDGE —NERGY <4
ROAD AND DITCH w , _
\_ = DO NOT 1. UPON DELIVERY VEHICLE v -
/ / \\ DITCH INTERSECTION WIDENING AND = TURNING LANE Juno Beach, Florda 33403
APPLY BLANKET IF SoiL— EXISTING ROAD N[ .. TEMPORARY CULVERT TO BE _
FXPOSED FROM CULVERT 25 PERMANENT REMOVED AND ALL DISTURBED 150" MINIMUM o
INSTALL RADIUS AREA RESTORED TO NATIVE TANGENT DISTANCE
IF REQUIRED, INSTALL NEW CULVERT AND CONDITIONS. SETWEEN CURVES
EXTEND BEYOND TEMPORARY INTERSECTION 2. CULVERTS AND PERIMETER
WIDENING AS REQUIRED, SIZE TO BE SEDIMENT CONTROL SHALL BE REFER TO DETAIL TSO05
VERIFIED WITH THE LOCAL GOVERNING UNIT INSTALLED AND MAINTAINED AT FOR SECTION DESIGN |
NOTE: INTERSECTIONS WHERE THE —_———
1. UPON DELIVERY VEHICLE COMPLETION, TEMPORARY INTERSECTION églcsEﬂSNSG RCOOAUDN'TSY %TTOCSHS'NG AN ;i%ldgTER'OR
WIDENING AND TEMPORARY CULVERT TO BE REMOVED AND ALL 3 RELD BT TRUCK TURNING
DISTURBED AREA RESTORED TO NATIVE CONDITIONS. CANE BASED ON ACTUAL o EDGE OF GRAVEL
2. CULVERTS AND PERIMETER SEDIMENT CONTROL SHALL BE INSTALLED CONDITIONS TO ENSURE AN
AND MAINTAINED AT INTERSECTIONS WHERE THE ACCESS ROAD IS ADEQUATE OBSTACLE FREE ZONE
CROSSING AN EXISTING COUNTY DITCH. ‘ NOT TO SCALE
TURBINE ACCESS ROAD Yy TRUCK TRAFFIC TURNING LANE Yy
Westwood 3/2/17 Westwood 3/2/17
TYPICAL INTERSECTION WIDENING RDO7 A RDOS=A

10" OBSTACLE FREE AREA PERMANENT CULVERT
FROM GRAVEL EDGE

PROTECT EXISTING
OBSTRUCTION /K

|
COUNTY ROAD = NT LA T

05’ PERMANENT%)\O

RADIUS %
SEDIMENT CONTROL

MAY BE REQUIRED.
INSTALL BMPS IN

ACCORDANCE WITH
PROJECT SWPPP IF

TEMPORARY CULVERT

_\

MINIMUM RADIUS 160,
ADJUST TO AVOID
OBSTRUCTION

35'—WIDE TRUCK
TURNING LANE

REQUIRED Jordan Creek
REFER TO DETAIL TSO05 . .
FOR SECTION DESIGN Wlnd PI‘OjECt
/ 10" OBSTACLE FREE Warren and Benton Counties,
EDGE OF GRAVEL AREA FROM EDGE :
OF GRAVEL Indiana
NOTE:
1. UPON DELIVERY VEHICLE COMPLETION, TEMPORARY INTERSECTION Exhibit E - Warren
WIDENING AND TEMPORARY CULVERT TO BE REMOVED AND ALL DISTURBED
AREA RESTORED TO NATIVE CONDITIONS. County Proposed
2. CULVERTS AND PERIMETER SEDIMENT CONTROL SHALL BE INSTALLED Intersection
AND MAINTAINED AT INTERSECTIONS WHERE THE ACCESS ROAD IS ,
CROSSING AN EXISTING COUNTY DITCH. Improvement Details
3. FIELD FIT TRUCK TURNING LANE BASED ON ACTUAL CONDITIONS TO
ENSURE AN ADEQUATE OBSTACLE FREE ZONE. NOT FOR CONSTRUCTION
LAST REVISED:
Westwood TRUCK TRAFFIC TURNING LANE 12/3/14 DATE: 1/24/2020
B RDO8-B
SHEET: 2




